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Discover the ultimate 100 W DC/DC converter 
for global applications! 

 
Our innovative converter effortlessly covers all international vehicle 
electrical system voltages from 24 V to 110 V. This ultra-wide input range 
solution is perfect for global companies looking to cost-effectively qualify 
their assemblies with just one device. Ideal for use in harsh environments, 
our DC/DC converter is ideal for applications such as box PCs, display 
controllers, fans, customer systems, intercoms and much more. 
 
Outstanding EMC performance without additional circuitry!  
Our converter fulfils all railway-specific EMC requirements (surge, burst, 
emission, immunity, etc.) without additional circuitry. Other outstanding 
features include: 
 

• Active inrush current limitation and active reverse polarity 
protection 

• Protection against overcurrent, overvoltage and overtemperature 
(OVP, OCP, OTP) 

• Integrated 10 ms hold up time for reliable operation in the event of 
short-term power failures 

• Type with integrated ideal diode (redundant operation) is possible 
 
Find out more about the impressive possibilities of our DC/DC converter in 
the data sheet! 

DC/DC-Converter – Preliminary- 

HFBC100-W/KS 

14.4 V to 154 V (one device) 

• 12 V or 24 V or more on request 
 

• 100 W, continious  

• Galvanically isolated  
• Efficiency up to 93 % 
• Temperature class OT6 
• OVP, OCP, OTP 
• No minimum load 
• Short-circuit proof 
• Enable signal 
• Inrush current limitation 
• Reverse polarity protection 
• Size: 113 x 46 x 35mm 
• EN 50155, EN 50121-3-2,  

EN 61373, EN 45545-2, 
EMV06, EN 55011 (Class A), EN 
61000-4-5 (Grad 2) 

 
• Box-PCs 
• Door opener 

Controls

• Railway and applications in 
harsh environmental  
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